Datasheet_247AA_AS_V2 247 AA; 247AS

Aluminum / Stainless Steel

Cable $3X2m

C€ RoHS x

DIMENSIONS
RATED
CAPACITY C1 C2 H H1 T1 T2
247AA:
kg/mm
1-20 20.0 15.0 11.0 4.0 M3 M3 Depth5.0
Ib/inches (conversion of above dimensions)
2.20-44.09 0.79 0.59 0.43 0.16 M3 M3 Depth0.20
247AS:
kg/mm
30-200 20.0 15.0 11.0 4.0 M3 M3 Depth5.0
500-2,000 25.4 18.0 15.0 5.0 M5 M4 Depth7.0
5,000 40.0 32.0 25.0 8.0 M12 M4 Depth6.0
Ib/inches (conversion of above dimensions)
66.14-440.92 0.79 0.59 0.43 0.16 M3 M3 Depth0.20
1,102.3-4,409.2 1.00 0.71 0.59 0.20 M5 M4 Depth0.28
11,023.1 1.57 1.26 0.98 0.31 M12 M4 Depth0.24
SPECIFICATIONS
Full Scale Output Cap.<50kg: 1.0 mV/V £20%; Recommended Excitation 10V (15V Maximum)
Cap.=100kg: 1.5 mV/V+£20% Insulation Resistance >2 [50VDC] GQ
Zero Balance +0.03 mV/V Nominal Temperature Range -10°C t0o 40°C / 14°F to 104°F
Non-linearity <+0.5% Safe Overload 150% of full scale
Repeatability <x0.3% Breaking Overload 300% of full scale
Hysteresis Error <+0.5% Seal Type / IP Rating Environmentally Sealed / IP66
Creepin 30 min. <+0.5% Cable Color Code Exc+ Red Exc- Black
Input Resistance 375Q £25 Sig+ Green Sig- White
Output Resistance 350Q +3 Shield Bare (72]
Element Material Cap.<20kg: Aluminum g
Cap.=30kg:17-4PH Stainless Steel ||:
2
o
PART NUMBER APPLICATION EXAMPLES 2
. Weight (@)
Rated Capacity Part No. (ka) Appr%x. y load =
TKG e, 24TAATKG. e 0.07 /
2KG e 247TAA-2KG..cviiiiiiiiied 0.07 1 /
(] e T 247AA-5Kg. oo 0.07 i
TOKG. e 247AA-10KG. i 0.07 | I —
20KG. i 247AA-20KG. cucvieiiiiiien 0.07 j_
30K eiiiiiie 247AS-30Kg...cvieiiiiiiiiann, 0.07 T load T
50Kg. i 247AS-50Kg. i 0.07
TOOKG. e 247AS-100KG...cciveviniiannnn. 0.07
150Kg. e 247AS-150Kg...ceiiviiniiiiiianns 0.07
200K eueeieiaieaaenes 247AS-200Kg...ocieeeieeaiaannne 0.1
500Kg . cuieiiiiiiiiiiens 247AS-500KQg....cocviviniiinnnn. 0.1
T 247AS-1t i 0.1
2t 247TAS-2t i 0.1
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