
OPTIONAL

MDD

MDD DIGITAL LIFT SCALE

Weight, Tare, Hold, Autozero, Autoff programmable
FUNCTIONS

PRODUCT DETAILS
Certifications: EU directive NAWI approved class III

EEC directive MDD Risk class Im, with measurement function.

Structure: Internal structure with load cells in aluminum, external structure 

ABS, hooks in tempered and galvanized steel, designed and 

machined to increase resistance to stress

Dimensions (mm): Total without hooks (w)110 x (L)57 x (h)70

Indicator: Large Display Weight 5 digit LCD 30mm

Power: 6x Alkaline batteries 1.5v code AAA (not included)

Packaging: 1pcs Dimensions (w)200 x (L)175 x (h)90mm,

Net Weight 0,6kg, Gross Weight 1kg (without hooks) 

Compact and ideal for different solutions
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RS 2631 / 2631A RS 4624 RS 4624B RS 5082 RS WHT

RS applied to patient lifts

RS

Accessories included: Warranty 2 years

For custom hooks please contact   service2@wunder.it   or  wunder@wunder.it

OPTIONAL SERVICES CODE
CE-M MDD Approval AOMOL

Calibration certificate ACOSITMD

Warranty extension 5 years AGAES

OPTIONAL CODE
Hook RS2631/2631A

Hook RS4624

Hook RS5082

Hook RS4624B

Hook RSWHT

MODEL CODE CAPACITY DIVISION
RS without hooks 00090E 300kg 100g
RS with hooks 00090E+RS4621-25AN 300kg 100g
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