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Datasheet 110ES-WL
Stainless Steel

D IME N S IO N S
R AT E D 
C A P A C IT Y

t/m m
1
2.5
5
10
20
30
50
100

C 1

13
15
21

31.5
42
45
63
90

C

121
121
121
133
159
205
205
273

C 2

25
25
34
50
68
80

109
152

H

130.4
130.4
157.5

197
245
295
368
496

H 1

104
104

115.5
141.5

171
206
250
332

H 2

70
70

71.8
72

72.5
92

105
146.5

H 3

30.7
30.7
43.5
63.3

87
99.5
130
174

W

15.5
17
25
40
50
52
79

112

S U G G E S T E D
S H A C K L E

TBX-1.5t
TBX-2.5t

TBX-5t or RBXS-5t
TBX-12.5t

TBX-21t
TBX-30t
TBX-50t

TBX-110t

1t-10t: 1:5 000
20t: 1:4 000
30t: 1:3 000
50t-100t: 1:5 000
200%F.S.
400%F.S.
Stainless Steel Casting

D iv is io n

Ma x . S a fe ty L o a d
U ltim a te L o a d
E n c lo s u r e

S P E C IF IC AT IO N S
Tr a n s m is s io n R a n g e
O pe r a tio n T im e
R e c h a r g e a ble B a tte r y T y pe
C h a r g e r
O pe r a tin g T e m p.
O pe r a tin g H u m idity
IP  R a tin g

Up to 30m
8 hours
16340.3 7V x 4 (included)
DC 4.2V / 600mA (included)

o o o o-10 C to 40 C / 14 F to 104 F
o o<85% RH under 20 C [68 F]

IP68 / 69K

S e lf W e ig h t 
(B a tte r ie s i n c lu de d)

(k g ) R a te d 
C a pa c ity P a r t N o .F r e qu e n c y

1t
2.5t ...........
5t ..............
10t ............
20t ............
30t ............
50t ............
100t...........

 .............. 1.7
1.7
2.1
3.5
6.6

10.5
21
53

P A R T   N U MB E R

110ES-2.5t-WL01 ...............
110ES-5t-WL01.................
110ES-10t-WL01 ...............
110ES-20t-WL01 ...............
110ES-30t-WL01..............
110ES-50t-WL01.................
110ES-100t-WL01 ...............

110ES-1t-WL01..................433 Mhz
433 Mhz.........
433 Mhz.........
433 Mhz.........
433 Mhz.........
433 Mhz.........
433 Mhz.........
433 Mhz.........

.........

C2φ

C2φ

Cφ

C1φ

C1φ

W

H H
1

W

H
3

H
2

Shackles to be ordered separately.
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