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DIMENSIONS
RATED
CAPACITY H L L1 L2 L3 L4 w w1 w2 T
kg/mm
10-1,000 62.0 176.0 122.0 19.0 8.0 44.0 60.0 30.0 15.0 M8 Depth20
Ib/inches (conversion of above dimensions)
22-2,204.6 2.44 6.93 4.80 0.75 0.31 1.73 2.36 1.18 0.59 M8 Depth0.79

SPECIFICATIONS

Full Scale Output 2.0mV/V+£10% Recommended Excitation 10V (15V Maximum)

Zero Balance +0.02mV/V Reference Max.Platform Size 600X700 mm

Non-linearity <+0.017% Insulation Resistance >2 [50VDC] GQ

Repeatability <+0.017% Nominal Temperature Range -10°C t0 40°C / 14°F to 104°F

Hysteresis Error <+0.017% Safe Overload 150% of full scale

Creep in 30 min. <+0.023% Breaking Overload 300% of full scale

Input Resistance 415Q +15 Seal Type / IP Rating Environmentally Sealed / IP66

Output Resistance 350Q 3 Cable Color Code Exc+ Red Exc- Black

Element Material Aluminum Sig+ Green Sig- White Shield Bare

PART NUMBER

Rated Capacity Part No. (kq) Avg::'%';(f
T0KG oo T08CA-10Kg. . cvvneeiiiieiieinns 1.5
20Kg wuieniiiie 108CA-20Kg...ccueviiiieiieinnes 1.5
30Kg weeeniiiiei 108CA-30Kg...ccveviiiieiieinnns 1.5
BOKg «vevveeniiiieeee 108CA-60Kg.....ovvviineiieinnns 1.5
T00KG.ceeeeieiiiiieiiieea 108CA-100Kg....ccvevveiieanneen 1.5

....T08CA-150Kg.....coevveiiennnen 1.5
200K . cuieiiiiiieeiee 108CA-200Kg....ccvevveiieannnns 1.5
250K . i 108CA-250Kg....ceieiniiiinanns 1.5
300K . iuiiiiiiiiiiiieee 108CA-300Kg ....ceuieiriiainanns 1.5
500K .. cuieiiiiiiiiie 108CA-500Kg....ceueeniriiiananns 1.6
B600Kg....eiviiiiiiiiiiee, 108CA-600Kg....ccvvveriniananns 1.6
750K ., 108CA-750Kg ...ceieiniiiianns 1.6
T TOBCA-1t . 1.6
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INTERCHANGEABLE PRODUCTS

Manufacturer Model
CotiGlobal......cccoviiii CG-50-2
HBM o PW24A
Vishay Tedea-Huntleigh................c 1263

AVAILABLE OPTIONS
W Stainless steel version 651KSCS (page 85)

@ y 10kg-500kg: NTEP 1:5 000 Class 1, Single Cell
=" 600kg-1t: NTEP 1:4 000 Class lll, Single Cell

YN\ 10kg-30kg: OIML MAA C4, Y=15 000;

W 60kg-500kg: OIML MAA C5, Y=12 300;
600kg-1t: OIML MAA C4, Y=4 000
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