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Datasheet AR load cells 

Hollow structure,alloy steel material 
Low profile,strong shock resistance 
Good machining technics,strict production flow controlled. 
Used to central rolling force in metallurgy industry process central 
devices and other measuring equipments,as well as used in 
architecture industry. 
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Main Dimensions and Accessories 

500kg 1t 21 

A 40.0 62.0 62.0 

B 35.0 55.0 55.0 

C 10.0 18.0 18.0 

D 52.0 72.0 72.0 

E 3.0 4.0 4.0 

31 51 

62.0 60.0 

55.0 36.0 

18.0 18.0 

72.0 72.0 

4.0 4.0 

Specifications 
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Rated Output(mVN) 

Nonlinearity 

Hysteresis 

Repeatability 

Creep(30minutes) 

Zero Balance 

Temperature Effect on Zero 

Temperature Effect on Output 

lnput Resistance(O) 

Output Resistance(O) 

lnsulation Resistance 

Excrtation Voltage 

Compensated Temperaturs Range 

Operating Temperature Range 

sare Over1oad 

Cable 

Cable Color Code 

201 501 1001 

90.0 115.0 136.0 

68.0 104.0 120.0 

43.0 80.0 85.0 

82.0 110.0 114.0 

5.0 7 .0 7.0 

2001 

190.0 

165.0 

120.0 

126.0 

7.0 

1.00±0.10 

±0.1%FS 

±0.1%FS 

±0.05%FS 

±0.1%FS 

±2.00%FS 

±0.1%FS/10'C 

±0.05%FS/10·c 

385±10 

350±3 

2!':SOOOMO 

10V(DC/AC) 

-10'C-+50'C 

-20'C-+60'C 

150%FS 

<l>5.4(<l>6)X6m 

3001 

206.0 

185.0 

120.0 

126.0 

7.0 
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