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- Specifications |Technigue
N Nomial load  ]0.51,2,3,5
r/’ \l Rafed oufput  |[Z2mV/V
Zero balance  [£0.05mV/V
4-012 Non-linearity  |0.1%F.S.
_\ : J — Hysferesis 0.1%F.S.
o~ /{}\\\ R @ Repeatability  |0.05%FS.
\%/’/ LT N Creep GOmin)_ |0.05%F S,
pa el > \/\\\ Temp.effect on oufput |0.05%F.S./10T
//\’r:)/\// AN \/\\\ Temp.effect on zero [0.03%F.S./10T
/ /\// AR Input impedance |7504200
o I / \\\ \l \\1 Output impedance 700430
OIS S - T ] Insulation >5000M@/500VDC
- \ / / / Recommended excitafion |10V
(NN p=L/ Maxmum excitation |15V
\\\\S AN | /S ;\/\/ Compensafed femp range|-20 70T
N \\\\ 0 Operation temp range 20 70T
f\\\\\\\\\/:j;// //@ Safe overload [150%F S,
N \fi}/_g,/ Ultimate overload [200%F S,
| Cable size $5.4X3m|
100 Protection class |IP67
120
Drawing_GY-6_0,5-5ton_V/1
A\ EXC+ RED
e o el VETEKD
N\—|TSHIED YELLOW ~6~30_| 010 [£020 | $0.50 [ +100 | —— D) ;
SIG. WHITE ~30~120 | 015 [ #0.30 | *0.80 | #150
~120~400[+020 [+050 [+120 [+250| [T Ll [TA4 | -
\v EXC- BLACK >400~1000] £0.30 | +0,80 | +2.00 | +4.00 Patrik [2017.0707 kg LGY65T200030-00-00
| 1000~2000] £0.50 | £120 | £3.00 | £6,00
>2000~6000] £1.00 | +2.00 | £4.00 | £8.00
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