
Datasheet

specificATiONs
Temperature:  0° ~ +40°c
Humidity:  <90%RH
Display: 30 mm LcD / 5 digits 

MODEL  OCS-XZ 
30kg/0,01kg

OCS-XZ50
kg/0,02kg

OCS-XZ
100kg/0,05kg

OCS-XZ
300kg/0,1kg

Capacity (kg): 30 50 100  301
Graduation (kg):  0,01 0,02  0,05 0,1
Weight (kg): 1,1 1,1 1,1 1,1
Height (mm):  295  295  295  295

Ocs-XZ-seRies cRANe scALes 30 – 300 kg

Scandinavia’s largest webshop for scales
Hantverksvägen 15, 
76493 Vaddo, sweden

Tel. +46 (0)176-208920 
Web     www.vetek.com  Email   info@vetek.com

feATURes:
• Battery	life:	40	hours	(without	backlighting)
• Overload	safety:	150%	of	rated	capacity
• Ultimate	overload:	400%	of	rated	capacity
• Auto	Zero	Calibration
• With	TARE/ZERO/HOLD	function
• Wireless	remote	controller

The	OCS-XZ-series	are	low	cost	Crane	Scales	for:	
shipping	operations,	foundries,	food
processing	plants,	mining	industry,
batching	operations,	offshore	operations,	
moulding	industry,	test	facilities,	storage,	
transportation,	etc.
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